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Standard Unit Dimensions: PrOdUCt Information

A variation of the Newcastle Senior Entrance Canopy the Great Oakes Entrance Canopy comprises

Bespoke sizes to suit Weston red cedar uprights (other species of wood available upon request) with a contemporary
customer requirements symmetric roof. This makes the Great oaks canopy ideal for combining a rural feel with a modern twist.

Framework Material: Features

«  PETgUVroof cladding
el {1 L R e »  Weston Red Cedar clad uprights
Western Red Cedar - Baseplated or Submerged fixing

other species of wood available upon request . RObUSt, tough construction
«  Welded end frames and pulin section made from heavy duty box section assembled with anti-
Mild Steel Colours/Finishes: tamper high strength bolts

. Hot dipped galavanized

Galvanised White Anthracite
oy Auminim o Grey Materials Used
0 . .
« Cladding - 4mm ClearView PETg UV roof
NimbusGrey ~Traffic Red JetBlack . Weston Red Cedar clad uprights
. Mild Steel
BS 4800 BS 4800
Holly Green Traffic Yellow Goose Grey

Mild Steel Finish Options
:

Mid Blue DarkBlue TrafficWhite »  Hotdipgalvanised to BSENISO 1461:2009
«  Galvanisedto BSENISO 1461:2009 & Polyester Powder Coated

The colours shown are a guide only.
Please check acolour chart to see the
actual colour.
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Great Oaks Entrance Canopy b I'Oxa p®

BXMW/GOAKS shelters & canopies

Weather Resistance

Claddingis UV Stabilised
Wind resistant to 23m/s

Fire Resistance
Claddingis fire tested to 1Y’ for BS 476

Guarantees, Warranties, Design-Life and Life-Expectancies

«  25year structural guarantee®

+  34year (min) life expectancy for Hot Dip Galvanizing

«  8-10year life expectancy on standard powder coatings

»  10-15year life expectancy on Duplex (Zinc Coated) powder coatings
»  10years’ manufacturers guarantees* on cladding material(s)

»  10years warranty* on material (only)

« 12months warranty* on parts & labour

«  10yeartimber guarantee*

*Maintenance and other qualifying criteria apply
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Options

»  Clear/ opal/ bronze cladding roof panels available
»  Side panels are available PET/Multiwall/Glass

»  Powder Coating to a wide range of colours

«  UPVC or Aluminium Guttering

- LED Lighting or solar lighting

«  Fullinstallation service

Standard Unit Dimensions:

Bespoke sizes to suit
customer requirements

Diagram Installation
Framework Material:
Bespoke sizes . Submerged Surface Mounted
|« > Baseplate Baseplate
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Western Red Cedar

other species of wood available upon request -
Steel Colours/Finishes:
RAL 9006 RAL 7016
Galvanised White Anthracite 2
Only Aluminium Grey %
s
(2]
BS 4800 e
10A07 RAL 3020 RAL 9005 3
Nimbus Grey Traffic Red JetBlack
BS 4800
Holly Green Traffic Yellow Goose Grey
RAL 5015 RAL 5013 RAL 9016
v
Mid Blue Dark Blue Traffic White -

The colours shown are a guide only.
Please check acolour chart to see the
actual colour.
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