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Beaumont Entrance Canopy
BXMW/BEAU-ENT

A stunning feature canopy, constructed of fabricated ‘T’ section support arms and glazing support 
bars with a folded aluminium Fascia to perimeter including decorative frieze and patent aluminium 
glazing bars. There is a standing seam roof to the top of the canopy complete with standing seam 
vertical zinc cladding to the rear section including soft wood framing and 20mm vent slot with vermin 
mesh. The underside has 11.5 mm laminated Vanceva glass panels with an opaque finish. Guttering is 
stainless steel and integral lighting was fitted by others on site.
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Features

Materials Used
•	 Framework - Mild steel
•	 Cladding - 11.5mm Toughened glass
•	 Fasteners - Zinc plated
•	 Cover Strips - Aluminium capex

•	 11.5mm Toughened Glass
•	 Wall Mounted
•	 T Section Support Arms and Glazing Support Bars
•	 May Required Existing Steelwork in Building to Achieve Structured Stability (Subject to Canopy 

Projection and Building Construction)
•	 Hot dipped galvanized to BS EN ISO 1461:2009

•	 Galvanised to BS EN ISO 1461:2009
•	 Galvanised to BS EN ISO 1461:2009 & Polyester Powder Coated

Finish Options (Framework)

Colours/Finishes: 

The colours shown are a guide only. 
Please check a colour chart to see the 

actual colour.
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Standard Unit Dimensions:

Bespoke sizes available
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Fire Resistance
Cladding is fire tested to ‘1Y’ for BS 476
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Guarantees, Warranties, Design-Life and Life-Expectancies 
•	 25 year structural guarantee*
•	 34 year (min) life expectancy for Hot Dip Galvanizing
•	 8-10 year life expectancy on standard powder coatings
•	 10-15 year life expectancy on Duplex (Zinc Coated) powder coatings
•	 10 years’ manufacturers guarantees* on cladding material(s)
•	 10 years’ warranty* on material (only)
•	 12 months’ warranty* on parts & labour

*Maintenance and other qualifying criteria apply

Options
•	 Heat Soaked and/or Laminated Glass
•	 Opal or Tinted Glass Cladding
•	 Powder Coating to a Wide Range of Colours
•	 Full Installation Service

Diagram

Weather Resistance
Cladding is UV Stabilised
Wind resistant to 23m/s
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Please note: these details are specific to a bespoke project and are subject to 

change according to the requirements of each individual order.


