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All dimensions are in millimeters, weights in kilograms and capacities in litres, are approximate and do not form any part of the contract. All prices are guide prices only and should be used for estimating purposes only. Broxap Limited reserve the right to change the design, 
specification or price of any item sold at any time. All prices exclude VAT and delivery. Please Note: All information on this data sheet is subject to orientation (N,S,E,W) altitude and proximity to buildings, but is sufficient for use as general/preliminary information).

Standard Pedestrian Guardrail
BX43 4205

Inline 12mm infill bar arrangement pedestrian guardrail.

Product Information

Features

1

•	 Manufactured from 50 x 30mm box section steel with 12mm infill bars
•	 Inline infill bars
•	 Available in standard 2000mm panels (shorter panels available on request)
•	 Galvanised to BS EN ISO 1461

Standard Unit Dimensions: 

Panel Width: 2000mm

Above Ground Height: 1000mm

Root Length: 350mm

Infill Bars: 12mm

Colours/Finishes: 

Materials Used
•	 Mild Steel

Options
•	 Finished galvanised or galvanised and powder coated
•	 This fencing can also be produced to site specific levels
•	 16mm infill bars

The colours shown are a guide only. 
Please check a colour chart to see the 

actual colour.

Green

BS 4800
14 C 39

RAL 6005

Holly Green

RAL 5015

Sky Blue

RAL 3020

Traffic Red

RAL 1023

Traffic Yellow

Jet Black Traffic White Anthracite
Grey

RAL 9016 RAL 7016RAL 9005

Colbalt Blue

BS 4800
20 C 40
Duchess

Blue

RAL 5013

Goose Grey

BS 4800
00 A 05

Galvinised Only Finish

Polyester Powder Coat Colours: 
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Diagram

Plan View
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50 x 30 x R.H.S FRAME

2 No. Ø14 HOLES THRO’ 
LEGS ON CENTRE LINE TO 
RECEIVE M10 x 75 HEX HD 
N.B.W FIXINGS

Front Elevation

16 No.  Ø12 INFILL BARS ON 
CENTRE LINE OF 
PANEL FRAME

Installation

Standard Pedestrian Guardrail
BX43 4205

Standard Root 
Fixing

Standard Unit Dimensions: 

Panel Width: 2000mm

Above Ground Height: 1000mm

Root Length: 350mm

Infill Bars: 12mm

Colours/Finishes: 

The colours shown are a guide only. 
Please check a colour chart to see the 

actual colour.

Galvinised Only Finish

Surface Mounted
Baseplate
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Polyester Powder Coat Colours: 


