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Newcastle Asymmetric Canopy
BXMW/NEWS-ASY

The Newcastle Asymmetric is a versatile and cost 
effective modular canopy. 

Features:

	h Fully modular shelter

	h Multi-wall polycarbonate roof sheeting

	h Hot dipped galvanised to BS EN ISO 1461:2022

	h Wide range of standard RAL/BS colour options

	h Optional PROTEX™ finish with nano-powder coating for 
superior corrosion protection and longer lifespan

	h Robust tough construction featuring load bearing purlins

	h Comprising of square hollow section construction

	h Perfect for outdoor classrooms, entrance canopies, 
covered walkway or outdoor dining and social canopies

	h The width, height and profile of the roof are all variable
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Dimensions & Specifications

Product Details

Product Name Newcastle Asymmetric Canopy

Product Code BXMW/NEWS-ASY

Standard 
Dimensions

Length: 4100mm

Width: 4000mm

Height: 2300mm

Framework Galvanised Steel

Cladding

16mm structured multi-wall 
polycarbonate (standard)

4mm Clear View PETg UV

Opal or bronze tinted PETg

Trapezoidal roof cladding

Weather 
Resistance

Cladding is UV Stabilised

Wind resistant to 23m/s

Fire Resistance
Cladding is fire tested to ‘1Y’ for BS 
476

Finish Options

Hot-Dip Galvanised to BS EN ISO 
1461:2009 

Hot-Dip Galvanised & Polyester 
Power Coated 60mm-120mm dft

Hot-Dip Galvanised with Duplex 
(Zinc Coated) Powder Coating 
(Coastal) 180-240 overall dft

Additional Options

Polyester powder coated in any 
standard RAL/BS colour

Custom sizes available

Modular extension to any length

Lattice beam

Rainwater management

Protective post pads

Side panels

Internal lighting or solar lighting

Vinyl roller blinds/doors

Timber version

Full installation service 

Fixing Submerged Baseplate 
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